MOBILE CRANES (HYDRAULIC)
MANUAL, ELECTRIC & ELECTRIC-MANUAL

MODELS
MC-100, MC-150, MC-160 . .... ... .. 2 TON
MC-200, MC-250, MC-260 . ... ... ... 1 TON
MC-300, MC-350, MC-360 .......... 2 TON

INSTRUCTIONS

HYDRAULIC OIL SYSTEM

A. Before putting unit into use; replace

solid shipping plug (Item 47) with
vented filler plug (ltem 24).

Check hydraulic oil level frequently.
Keep oil reservoir full. To add oil,
remove vented filler plug (ltem 24)
and fill reservoir. Caution: be sure
plunger in cyiinder assy. (ltem 9) is
fully retracted before adding oil. Use
only Blackhawk LX-21 Jack Oil and
genuine factory parts. The use of other
hydraulic fluids or non-genuine parts
voids warranty. Never use brake fluid.

2. LUBRICATION
A. Lubricate 3 points (see exploded view

inside) with a regular No. 20 oil about
once a month.

Use a medium cup grease for lubri-
cating inside of “well” tube and thrust
bearing about once a month.

SEE INSIDE FOR REPAIR PARTS LIST.

SEE BACK PAGE FOR MOUNTING WELL
INSTALLATION INSTRUCTIONS

FRANCHISED SERVICE DEPOTS

For quality workmanship with
genvine Blackhawk parts se-
lect a Franchised Blackhawk
Service Depot for your repair
work. Only repairs per-
formed by o Franchised Serv-
ice Depot displaying this
official sign are backed with full factory guaran-
tee. The Classified Section in your Phone Book
lists your nearest Franchised Service Depot.

GUARANTEE

Blackhawk guarantees its Products against defects in workmanship and materials
for 90 days from date of delivery to the user. Only exception is chain, which
follows the trade custom of its manufacturers and cannot be guaranteed.

When question of warranty arises, the user should send his unit to the nearest
Blackhawk Franchised Service Depot for inspection, transportation to be prepaid
and evidence of purchased date furnished.

If the difficulty comes under the terms of our guarantee, the Franchised Service
Depot will repair or replace parts affected and return prepaid. Our guarantee
does not cover ordinary wear and tear, abuse, misuse, overloading, altered
products or use of improper fluid.

PARTS, SERVICE INFORMATION AND THE ADMINISTRATION OF FRANCHISED
SERVICE DEPOTS FOR BLACKHAWK PRODUCTS 1S PROVIDED BY —

BLACKHAWK SERVICE

MILWAUKEE, WISCONSIN 53246
DIVISION OF APPLIED POWER é INDUSTRIES, INC.

Please direct all Service Correspondence to BLACKHAWK SERVICE

PS-302—2M—464-8

Copyright Blackhawk 1964 Printed in U.S.A.
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REPAIR PARTS LIST

When ordering parts include both model and serial number as well as part name and number

No. Regq. No. Req. No. Req.
ltem Part -3 -4 B Part 81 3| % Part gl 3| S "
Ne. No. =l=|= No. IR No. | m| m] Description
Ol V ojlo|v V]l O} O
2| Z| = 2| 2| = 2| 2| =
1 | M43.103 1] 1] 1| M35103 11 1] 1] M11.103 1] 1] 1| Extension Boom
2 | E172.900 1111 E172.900 1] 1] 1] E173.900 1| 1] 1] Chain & Pin Assy.
3 | B876.061 1111 B876.061 51 5| 5| B876.061 51 5| 5] Cotter Pin
4 | M42.103 11 1] 1| M34.103 1] 1] 1] M10.103 11 1] 1| Main Boom
5 | A605.026 2| 21 2| A606.026 21 21 2| A607.026 2| 2| 2| Decal (Identifi'n)
6 | £E180.186 21 2| 21 E180.186 2121 2] E182.186 2|1 2} 2| Spacer
7 | M23.297 61 61 6| M23.297 61 6| 6 | M23.297 6| 6| 6| Retaining Ring
8 | M9.153 11 1] 1} M9.153 1] 1] 1] M9153 1] 1] 1] Pin
9 | See Note 1 1| 1] 1| SeeNote2 1] 1| 1| SeeNote3d 11 1| 1] Cylinder Assy.
10 | See Note 4 11—141 1 See Note 4 1{—1]1 See Note 4 1| —] 1] Pump Assy. (Man.)
14 | M8.153 11 1] 1} M8.153 11 1] 1] M8153 1] 1§11 Pin
15 | E181.186 2|1 2] 2| E181.186 21 2| 2| None —}—=1—1 Spacer
16 | M6.433 11111 M6.433 11 1] 1| M6.433 11 1] 1| Hose Adaptor
17 | M7.646 11 1] 1] M7.646 11 1] 1] M7.646 1] 1§ 1| Hose
18 | E174.061 1111 E174.061 11 1| 1| E175.061 11 1| 1| Boom Pin
19 | E184.183 11—-11 E184.183 11—-11 E184.183 1| —] 1] Spring
20 | D240.061 21 —1 2| D240.061 21— 2| D240.061 2| — 1 2] CofterPin
21 | A610.026 11 1] 1| A610.026 11 1] 1| A610.026 1] 1] 1| Decal (Nameplt.)
22 | M45.060 1| —1—| M37.060 11—1}— | M18.060 1| —=1—| Mast(Man.Only)
23 | E213.626 — | 1] E214.626 1 E215.626 —1 111} Mast
24 | E183.006 1111 E183.006 1| E183.006 11111 Plug (Vented)
25 | E179.135 11141 None — | —1]— | None — | —|—| Handle
26 | M14.070 1111 M14.070 11 1] 1] M14.070 1111 Brake Handle
27 | E186.061 1111 E186.061 1111 E186.061 1] 11 1] CotterPin
28 | E170.020 11111 E170.020 1] 1)1 E170.020 11 1| 1] Cap (Brake)
29 | E171.183 1111 E171.183 1111 E171.183 11 1] 1| Spring (Brake)
30 | M15.040 11111 M15.040 11141 M15.040 1| 1} 1| Brake Plunger
31 | None — | —1|—| Dé677.028 1111 D677.028 11 1] 1| Capscrew
32 | None —|—1|—1 SJ100.125 11 1] 1} S$J100.125 11 1] 1| Nut
33 | None —|l=1—] M16.392 1111 1] M16.392 1|l 11 1| Bearing Plate
34 | None —|—|—1 M28.154 11 1| 1] M17.154 1] 1] 1] Wheel Swivel
35 | None — | —1]—1 M32070 11 1] 1| M22070 11 1] 1 Handle
36 | None — | —1{—1] M30.153 1111 1| M20.153 11 1] 1 Eccentric Pin
37 | None — | —1—=1 M29.153 11 1] 1] M19.153 1] 1| 1] Wheel Pin
38 | None — | == M25.106 11 1] 1| M3.106 1] 1] 1| Wheel
39 | M44.154 212} 2] None — | —=1— None —| —§{—1] Caster
40 | M40.005 11 1] 1] M27.005 11 1] 1] M5.005 11 1] 1] A-Frame (Stand.)
41 | E176.005 11111 E177.005 11 1)1 E178.005 11 1] 1| A-Frame (Strdle.)
42 | M39.153 21212 M26.153 21 2] 2| M4.153 2] 21| 2| Wheel Pin
43 | M38.174 2121 2] M25.106 212] 2] M3.106 21 2] 21 Wheel
44 | MC-1007 11111 MC-2007 1| 1] 1| MC-3007 11111 Chain & Hook
45 | MI.O70A 11111 M1.070A 1j11| 1| MLO70A 11111 Handle
46 | D586.061 11111 D586.061 11111 D586.061 11111 Pin
47 | E217.006 21 2% 2| E217.006 21 2} 2| E217.006 2| 21 2| Plug (Solid)
48 | P60.234-1 1111 P60.234-1 1111 P60.308 1] 111 Rocker Arm
49 | P60.308 11111 P60.234-1 11 1] 1 P212.550 11 1] 1 Handle Ball
50 | P212.550 11111 P60.308 1111 P212.550 11 1)1 Handle Grip
For Replacement For Economy Repair
Note Order Part No. Use Jack Saver Kit No.
1 CS-1515-73-04 R802K-3
2 CS-1520-73-03 RB802K-3
3 CS-2020-73-00 R813K-3
4 HP-5003-92-05 P212K
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USE ONLY BLACKHAWK
LX-21 JACK OIL AND
GENUINE FACTORY PARTS,

USE OF OTHER
HYDRAULIC FLUIDS OR
NON-GENUINE PARTS
VOIDS WARRANTY. NEVER
USE BRAKE FLUID.




1.

HOW TO INSTALL TRUCK MOUNTING WELL
FOR MOBILE CRANES

Locate and drill 3%” diometer hole in
truck platform in position so that “well”
tube “A” fig. 1 will adjoin frame mem-
bers “B” fig. 1.

Bolt “well” plate to truck platform as

shown in figs. 1, 2, and 3.

Weld lower part of “well” tube
frame as shown in figs. 1, 2, anc
If impossible to weld, use strong cla
or bracket to attach lower part

“well” tube to frame.

IMPORTANT!! LOWER PART OF “WELL'
TUBE MUST BE SECURELY ATTACHED
TO FRAME.

Where necessary for heavy lifting, use

additional braces to securely fasten
“"well” tube to frame. These braces

shown as “C” in fig. 3.
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PARTS LIST FOR MANUAL PUMP

Item| Part No. Item| Part No.
No. No. Req. Description No. No. Req. Description
1 |P60.264-2| 1 |Base, Less Pump Piston 18 | P60.11 1 |Packing Nut
* 2 |E14.16 2 | %, Ball 19 | P60.10 1 |Release Spindle
* 3 |W12.16 2 |3 Ball 20 | P60.12 1 |Release Lever
* 4 |P26.183 2 |Spring 21 |P45.139 1 }Lock Washer
* 5 |S15.167 2 | Gasket 22 |P45.138 1 |Screw
6 |W12.185 | 2 {Valve Plug 23 |BM1.245 1 |Pipe Plug
7 |P60.51-1 1 |Piston *24 | P60.161 1 |Gasket
* 8 |P60.306 1 |Rocker Arm Seat 25 |P182.172| 6 |Hexcap Screw
* 9 |H13.236 1 |Packing 27 |P212.550 | 1 |Rubber Grip
10 |P60.234-1| 1 |Rocker Arm 28 |P212.70 1 |Handle Assembly
11 |P60.307 1 [Rocker Arm Cap 29 |B155.026| 1 |Name Plate
*12 | P60.37 2 |Gasket 30 | W78.03 2 |Drive Screws
13 | P60.06 2 |Plug 31 |P60.308 1 |Ball Grip
*14 |S1.167 1 |Gasket
15 | S4.150 1 [Filler Plug
16 | P60.268 2 |Oil Tube *For economy repair use Jack/Saver Kit P212K.
*17 |D11.74 4 |Packing ltems included in kit marked with an asterisk (*).
HP-5003-92-05 PUMP ASSEMBLY COMPLETE LESS HANDLE ASSEMBLY
PARTS LIST FOR ELECTRIC PUMP
Iieml Part No. Item Part No.
No. No. Req. Description No. No. Req. Description
1 |P60.05 1 |Reservoir 35 |A1001.003| 4 |Drive Screw
2 |P181.138 | 1 |Screw 36 |A109.164 | 1 |Valve Spring
3 |A1001.098] 1 |[Screen Cover 37 |A103.340 | 1 |[Spring Retaining Nut
* 4 1A1002.018] 1 [Screen *38 |B159.167 1 | Gasket
5 |P181.15 4 |intake Valve Plug 39 |P75.22 1 |Piug
* 6 |P181.16 8 |Valve Ball *40 |A107.394 | 1 |Oil Seal
* 7 |P181.167 | 4 |Intake Gasket 41 JA105.011 1 [ Gland Nut
* 8 |P181.183 | 4 |Outlet Valve Spring 42 |P247.143 1 ] Adjusting Nut
* 9 |W222.37 4 |Gasket *43 |1.58 1 | Cotter Pin
10 |P181.185 | 4 |Outlet Valve Plug 44 |P248.183 | 1 |Spring
11 [P181.170 4 |Plunger Spring 45 |A119.318 1 |Lever
12 {P268.418 | 4 |Spring Plate 46 |P60.308 1 |Knob
13 — — |Available As Item 19 Only 47 [C1002.259] 1 |Motor (12 Volt)
14 |P181.392 | 2 |Thrust Bearing Plate 48 [P247.431 1 |Rubber Nipple
15 |P181.160 | 2 |Bearing Retainer 49 |P182.579 1 [Tape (1 Ft.)
16 |{C731.900 | 1 |Tumbler Disc 50 1C683.900 | 1 |Cable Assembly
*17 |P181.37 1 |Pump Base Gasket 51 |A1019.026] 1 |Instruction Plate
*18 |P60.161 1 [Reservoir Gasket 52 |B8070.900| 1 |Switch Bracket Assembly
19 }C613.900-1| 1 [Pump Base w/4 Pistons Only 53 |A8000.372| 1 |Switch
20 | X34 2 [Tube Elbow 54 |W407.138 | 1 |Screw
21 | P247.268 | 1 |Tube 55 |A8015.048] 1 |Self Tapping Screw
*22 | P181.394-1| 1 |Oil Seal 56 1A106.517 | 1 |Disc
23 | P247.128 | 4 |Mounting Screw
24 |P247.119 | 4 |Lockwasher On old style pump — Order the following
25 | B569.173 | 6 |Screw parts for Switch Assembly:
26 | A110.001 | 1 fAdaptor P247.98 | 1 |Cover Plate
27 | A1012.006f 1 fPipe Plug P247.372 | 1 |Electric Switch
28 | A104.300 | 1 |Set Screw P247.132 1 s
*29 | S1.58 2 | Cotter Pin P247'309 1 C};)ucer
. . amp
30 | P247.201 1 |Pin 247373 | 1 |Stra
31 |P247.291 | 1 {90° ENl : P
32 | A108.010 | 1 |Valve Spindle
33 | P247.23 1 | Oil Level Gage *For economy repair use Jack/Saver Kit P248K. Items
34 | A1026.026] 1 [Name Plate included in Kit marked with an asterisk (*).

NOTE: Orders for parts cannot be filled unless both model and serial
number with prefix imprinted on nameplate are given.
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