
REPAIR PARTS LIST 
1.5 TON CAPACITY HYDRAULIC FLOOR JACK AM-150YS 
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Saddle 
Base 

2-
Saddle 
Boss 

4-4 
Dust 

2-1 
Saddle 

3-2 
Arm 

3-3 
Connecting 

2-2 
Rod

Link Rod Pin 
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I 0-Ring Oil Tank 

Seal / 
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4-1 
Tank 
Nut 

10-1 • 
Frame 

1-1 
Shaft 

3-4 
Collar 

10-3 
Spring 

3-1 
Arm Pin 

3-11 
Spring Washer 

3-6 
Link Pin 

3-7 
Snap Ring 

3-5 
Link 

3-13 
Snap Ring / 
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4-15 
Cap Plug 

4-2 
4-7 Cylinder 
Copper 

4_13 Packing 
0 -Ring 

r34-ulto 5-8 
Safety Valve 
Cap Piti9 

7-2 
Rise Valve Connecting Rod 

6-5 
7-3 Spring Pin 
Universal Joint 6-3 

Spring Guide 
7-1 
Release Valve 
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Rubber 0 -Ring 
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Spring-
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Oil Box 
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Steel Ball 
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Plug • _ .TA:

9
nap Ring 
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4-3 
Back-Up Ring 

4-8 Piston 
Rod 
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2-5 
( Link Rod Pin 

2-4 
Rod Link 
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10-2 
Stopper 

1-2 
Wheel 

1-14 
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1-15 

ar Spring 

1-3 
Snap Ring 

8-1 
Handle Fork 

8-5 
Handle Shaft 

) 7tzt, 

8-8 
Set Bolt 

d.) 
A8-2 

Roller 8-3 
Roller Pin. 

Spring Washer t 

Nut 

8-7 

6-4 
Spring 

6-2 
Pump Cylinder 

6-7 
Back-Up Ring 

14/ 0 -Ring 
6-1 
Plunger 

elc 6-8 
Copper Packing 

,../ pring7 S 
5-3 

5-6 
Steel Ball 

5-11 
Spring Washer 

5-10 
Bolt 

5-12 
Bolt 

9-1 
Upper Handle 

9-3 
Et 7 9S_p4ring 
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Steel Ball 

9-5 Spring Pin 

 9-2 
Lower Handle 

Q, 9-5
Spring Pin 


