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ADDING OIL

Remova plug {36) and add
oil to indicated level.

PURCHASE COMMON
HARDWARE LOCALLY

USE ONLY 67070 JACK OIL AND GENUINE FACTORY
PARTS. USE OF OTHER HYDRAULIC FLUIDS OR
NON-GENUINE PARTS VOIDS WARRANTY.

NEVER USE BRAKE FLUID.




K 210950 AIR MOTOR (PLASTIC)

OVERLOAD ADJUSTMENT
8550/9400 PSI

RELEASE AT 44,000 TO 48,000 LBS.

Code Part No.
No. No. Description Req.
51 J580096 Pump Nipple 1
52 K7291 Elbow 78° 1
53 K1027 Ferrule 2
Code Part No. 54 K9646 Tube w/Ferrules 1
No. No. Description Req. 55 J479096 Street Elbow 2
1 K21098-143 Top Cover 1 56 J792018 Filter Assembly (Complete) 1
2 J511626-109 Frame 1 J792018X Filter Repair Kit 1
a B557523 Retaining Ring 4 K953025 Filter Bowl 1
4 ES87106 Wheel 2 57 K264096 Tee 1
5 K216950 Handle (less item 10,15 & 17) 1 58 J790096 Nipple 1
6 K2801038-109 Release Valve Adaptor ) 59 J788039 Bushing 1
7 uU32x3 Handle Kit 1 60 90000352 Jack w/Air Motor 1
8 J396800 Universal Joint 1 2 S0000352X Repair Kit 1
9 ATOT133-109 Yoke 1 96000011 Jack less Air Motor 1
10 J395104 Axle 2 61 K210950 Air Motor 1
11 ATEE6061 Segment Pin 1 62 CRS50028 Screw 4
12 A768141 Segment Spring 1 63 CHB8034 Coupler 1
13 ADB1142 Segment Pin Rod 1 64 CH49098 Retaining Cover 1
14 K1104 Release Rod 1 65 CH500044 Retaining Ring 1
15 J354646 Air Hose 1 166 B1220503 “Q" Ring 2
16 K59111 Air Valve Bracket 1 67 CB256018 Filter 1
17 J319264 Air valve ) 168 CH34808 Grommet 1
18 17000003-143 Handle Tube 1 69 CH79039 Bushing 1
1 A963144 Segment Lever 1 170 B1001503 “O" Ring 1
20 D8940565 Segment Rod Nut 1 71 CH45040 Plunger 1
21 A962135 Cross Handle 1 72 CA1204268 Tubing 1
22 K1308 Release Knob 1 |73 B1040057 Spring Pin 2
23 AT725550 Handle Grip 2 74 CR500088 Cover 1
*24 NJ100046 Quad Ring 1 F5 CB116006 Plug 1
25 J398020 Top Cap 1 76 Kg98041 i & 1
26 J3asz2028 Adjusting Screw 1 77 CM322041 “0O"Ring 1
27 D6874061 Pin 1 78 GB121051 Piston 1
28 J3B5446 Plunger Sleeve 1 79 CB644108 Back-up Washer 1
29 21100488 Plunger 1 80 CF157028 Pan Head Screw 1
*30 36400011 Bearing 1 81 K52040 Plunger Body 1
*31 31500005 “U" Cup 1 82 K261101 Plate 1
*32 30600031 Retaining Ring 1 83 K36108 Lockwasher 1
"33 20000352X Jack Repair Kit 1 84 K35055 Hex Nut 1
34 J390030 Cylinder 1 188 CB918041 “U” Cup Packing 1
35 Jas0096 Male Elbow 2 86 K11039 Back-up Bushing 1
*36 AJ100060 Filler Plug 1 87 K34055 Hex Gland Nut 1
*37 AJ100020 Filler Plug Gasket 1 a8 CH210110 Spring 1
ae J389025 Reservoir 1 89 K1108 Spring Cap 1
ag K8108 Washer 1 90 CB180040 Plunger 1
40 K876300 Relief Valve 1 a1 CB219044 Baody Retainer 1
41 S$3037 Washer 1 92 CB109051 Piston 1
42 K55005P Base w/Plug 1 193 CB808041 “U" Cup 1
*43 U34x8 Valve Kit 1 H94 13000007 Cylinder 1
44 116 Ball 7/32" 1 195 CB919041 Seal 1
45 5116 Ball 5/16" 1 t96 B1004503 “0" Ring 1
e e gg%g 32}:: gRd ] B Order U35X1 Replacement Kit, when required for Code “H” Jacks.
48 K3008 Valve Plug 1 » Availabie indi_vi_dua[ly or i_n Fiepai_r KJ'_t #E6T7415X1.
“49 A1100312 Release Valve “O" Ring 1 + Available individually or in Repair Kit #81735002.
50 K490010 Release Spindle 1 For economical maintenance order complete repair kits.




NAMEPLATE AND DECAL LOCATIONS

OPERATING INSTRUCTIONS

TO LIFT 1. Turn release valve at end
of handle clockwise until finger tight.
2. Depress oir valve. Lift is designed to
opeicte between 60 ond 120 (150 maox)
P.5.1. air pressure.

TO LOWER turn release valve slowly
counter clockwisa.

TO ADD OIL fully retract lifting cyl-
inder. Unscrew the filler plug on side of
reservoir and fill ONLY to heightofhole
with hydroulic jeck oil. DO NOT USE
BRAKE FLUID, it will damage seals.

MAINTENANCE ifairmotor will not
function or is operating slow, clean the
brass screen af the inlet side of the air
valve. To clean the filter on the water
separator, sea Instruction sheet suppiied
with jack.

A WARNING A

For your salely and to prevent injuries
This Jock is designed lor liting purposes only — NOT lor
supporling loads.
IMMEDIATELY alter jacking, support vehicla (load) with
appropriately rated slands or equivalent blocking.
DO NOT allow jack alone lo support vehicle {load).
DO NOT overioad this jack beyond ils raled capacity.
Study, understand, and follow the instructions packed with
this jack before operating,
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