BLACKHAWK:

67225 67228
CATEGORY A 67226 67229

REPAIR PARTS LIST
FOR

HYDRAULIC HAND JACK

67225 - 1-1/2 Ton

Lowr Helght: s snvaasn sswases i & i
Hydraulic Lift................ 5-3/16"
Screw Extension ............ 2-1/16"
Total Height.................. 14-1/4"
67226 - 3 Ton

Low Height .................. 8-1/2"
Hydraulic:Lift.... ... cociin seas 5-7/8"
Screw Extension ............. 3-5/8"
Total Height ...................... 18"
67227 - 5 Ton

Low Height ...................... 9Y
Hydraulic Lift. ... covseven s 6-1/4"
Screw Extension ............. 4-1/2"
Total Height : ... s viwvins svnn 19-3/4"
67228 - 8 Ton

Low:Helght ..o vesm e e o 9"
HydraulicLift................. 6-1/4"
Screw Extension ............. 4-1/2"
Total Height vovae s v s 200 19-3/4"
67229 - 12 Ton

Low Height .................. 8-1/2"
Hydraulic Lift................. 5-1/8"
Screw Extension ............. 3-1/2"
Total Height . ................. 17-1/8"
67230 - 12 Ton w/Gauge Tap

Low Height waeeews sosmmns same 8-1/2"
Hydraulic Lift................. 5-1/8"
Screw Extension ............. 3-1/2"
Total Height .................. 17-1/8"

PRINTED IN U.S.A. 9/85 #621-85595



REPAIR PARTS LIST
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REPAIR PARTS LIST

* Included in complete repair kit.
o Included in U30X3 Pump Repair Kit.

B See Back Page.

For Economical Maintenance, Order Complete Repair Kits.

Code 67225 67226 67227 67228 67229 67230
‘No. Decription 1-1/2 Ton 3 Ton 5 Ton 8 Ton 12 Ton 12 Ton w/
Gauge Hole
1 Saddle —_— CJ100028 EJ100027 EJ100027 KJ100021 KJ100021
2 Adjusting Screw AJ100016 CJ100006 EJ100005 EJ100005 KJ100005 KJ100005
* 3 “0" Ring W293504 K514041 D196041 -22z| D196041 -~ 2=y K288041 K288041
4 Top Cap K980020 K516020 K517020 K518020 K518020 K619020
5 Cylinder AJ100018 CJ100008 HJ100004 HJ100004 KJ100007 KJ100007
6 Sleeve AJ100045 CJ100012 EJ100011 EJ100011 KJ100009 KJ100009
7 Plunger AJ100021 CJ100022 EJ100021 EJ100021 KJ100019 KJ100019
8 Plunger Ring AJ100050 K497044 .| K812044 K512044 K525044 K525044
9 Plunger Cup AJ100437 €J100109 ¥ | EJ100009 EJ100009 KJ100010 KJ100010
10 Plunger Cup Washer AJ100023 w40108 EJ100012 EJ100012 KJ100011 KJ100011
1 Retaining Nut AJ100019 AJ100019 EJ100014 EJ100014 KJ100015 KJ100015
* 12 Filler Plug Gasket AJ100020 AJ100020 AJ100020 AJ100020 AJ100020 AJ100020
13 Filler Plug AJ100060 AJ100060 AJ100060 AJ100060 AJ100060 AJ100060
14 Reservoir K995025 K378025 K547025 K548025 K553025 K653025
15 Release Spindle Assy. AJ10086 AJ10086 AJ10086 AJ10086 AJ10086 AJ10086
* 16 “0" Ring AJ100312 AJ100312 AJ100312 AJ100312 AJ100312 AJ100312
17 Valve Plug AJ100061 AJ100061 AJ100061 AJ100061 AJ100061 AJ100061
* 18 Valve Plug Gasket B159167 B159167 B159167 B159167 8159167 B159167
19 Valve Spring AJ100040 AJ100040 AJ100040 AJ100040 AJ100040 AJ100040
¢ 20 Ball 5/16" S116 S116 S116 S116 S116 S116
* 21 Ball 7/32" 116 116 116 116 116 116
22 Base w/Plug AJ100304P CJ100102pP EJ100051P HJ100053P KJ100088P KJ100108P
23 Pump Cylinder K493030 K493030 K493030 K493030 K493030 K493030
*024 Retaining Nut AJ100029 AJ100029 AJ100029 AJ100029 AJ100029 AJ100029
*025 Washer SJ100169 SJ100169 S$J100169 S$J100169 $J100169 $J100169
*026 Pump Cup E221041 E221041 E221041 E221041 E221041 E221041
. 27 Backup Seal —_— —_ —_— —_— K583041 K583041
*028 Backup Washer K498108 K498108 K498108 K498108 K498108 K498108
29 Pump Piston AJ100025 AJ100025 AJ100025 AJ100025 K585040 K585040
30 Pump Repair Kit U30x3 U30x3 U30x3 U30x3 U30x3 U30x3
31 Pump (Comptete) K584800 K584300 K584800 K584800 K584900 K584900
32 Beam AJ100064 AJ100064 AJ100064 AJ100064 AJ100064 AJ100064
* 33 Cotter Pin AJ100032 AJ100032 AJ100032 AJ100032 AJ100032 AJ100032
34 Beam Link Pin AJ100063 AJ100063 AJ100063 AJ100063 AJ100063 AJ100063
35 Beam Pin AJ100062 AJ100062 AJ100062 AJ100062 AJ100062 AJ100062
36 Link AJ100035 AJ100035 AJ100035 AJ100035 AJ100035 AJ100036
37 Groove Pin " K494061 K494061 K494061 K494061 K494061 K494061
38 Beam w/Link & Pins K491900 K491800 K491900 K491900 K491900 K491900
39 Handle 67081 67081 67081 67081 67081 67081
t 40 Plug —_— _ —_ —_ —_— AP100013
a Decals 61985944 61985945 61985946 61985947 61985948 61985949
t Repair Kit 67225X 67226X 67227X 67227X 67229X 67229X
t Not Shown.




DECAL LOCATIONS

®67225 - 1-1/2 Ton
#61985944

(®67226 - 3 Ton
- #61985945

(r67227 - 5 Ton
#61985946

BLACKHAWK
SESERe s
. |

Model Capacity

TONS

TO RAISE  To bleed. open release valve by
turming to left. Pump several lull strokes to
eliminate air. Close release valve and turn
extension screw to contact load Operate
pump

TO LOWER Turn reiease valve slowly to left
FOR HORIZONTAL OPERATION Place jack
pump side down

TO ADD OIL Fully collapse jack With jack in
upright position. add o1l through filler hale (on
side) to hole level

USE ONLY HYDRAULIC JACK OIL. DO NOT
USE BRAKE OR SHOCK ABSORBER FLUID

£ WARNING &
FOR YOUR SAFETY AND TQ PREVENT INJURIES
THIS JACK 15 DESIGNED FOR LIFTING PURPOSES
ONLY NOT FOR SUPPORTING LOADS IMMEDIATELY
AFTER JACKING, SUPPQRT VEHICLE (LOAD) WITH
APPROPRIATELY RATED STANDS OR EQUIVALENT
BLOCKING - DO NOT ALLOW JACK ALCNE TO
SUPPORT VEHICLE (LOAD) DO NOT OVERLOAD
THIS JACK BEYOND ITS RATED CAPACITY STUDY,
UNDERSTAND AND FOLLOW THE INSTRUCTIONS
PACKED WITH THIS JACK BEFORE OPERATING

@ APPLILE POWER MG AUTOMOTIVE DIVISION MiLwAUREE W1 33277 USA

Applied Power Inc.
Automotive Division

P.O. Box 27207

Milwaukee, Wisconsin 53227
(414) 321-7000

(A 67228 - 8 Ton
#61985947

(® 67229 - 12 Ton
#61985948

(A 67230 - 12 Ton w/Gauge Tap
#61985949




