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Repair Parts Sheet

RCA-502, RCA-504, RCA-506, 2017
50-Ton Aluminum Cylinders

L1696 Rev. D 09/99 For Date Codes Beginning with the Letter "O"

To Protect Your Warranty, Use Only ENERPAC Hydraulic Oil.
Enerpac recommends that all kit components be installed to insure optimum performance of the repaired cylinder.

1696F1

Repair Parts List

Item RCA-502 RCA-504 RCA-506 / 2017 Qty. Description

1 DA4726028 DA4726028 DA4726028 7 Screw
2 DA4659101 DA4659101 DA4659101 1 Base Plate
3 DA5079900 DA6980900 DA5078900 1 Spring Assembly
4 ★ L339044 ★ L339044 ★ L339044 1 Retaining Ring
5 ★ CH792041 ★ CH792041 ★ CH792041 1 U-Cup
6 DA4668040 DA6556040 DA4669040 1 Plunger
7 ★ G732044 ★ G732044 ★ G732044 1 Wiper Ring
8 L661028 L661028 L661028 2 Screw
9 B1076028 B1076028 B1076028 2 Cap Screw

10 L345045 L345045 L345045 1 Saddle
11 Y193044 Y193044 Y193044 1 Stop Ring
12 DA4665030 DA11972030 DA4658030 1 Cylinder
13 CR400 CR400 CR400 1 Coupler
15 -- B1013028 B1013028 2 Socket Head Cap Screw
16 -- DA7276070 DA7162070 1 Handle
17 ★ B180167 ★ B180167 ★ B180167 2 Gasket
18 PA1203118 PA1203118 PA1203118 1 Filter
22 ★ DC1260566 ★ DC1260566 ★ DC1260566 1 Back-Up Ring

Apply Loctite 242
to screw threads.
Torque to 4-5 ft-lb.

Torque Item 9
to 375-425 in-lb.
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After testing, stake
threads lightly in
one place only.

★ Indicates items included in and available only as part of Repair Kit RCA-502K
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