LTL 300B
PARTS LIST

0-670-90096
SERTAL NUMBER 8-016001 & Up

CYLINDER KIT

Part Number 8-808-01008
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 GRAY

Professional
Service
Equipment

3501 S. Leonard Rd.

P.O. Box 728

St. Joseph, MO US.A 64502

1-800-821-7320

(816} 233-6121

FAX (816} 233-7251

or (816) 387-8157

WWW.Qrayusa.com

LTL-300B

PARTS LIST

SERIAL # 8-016001 & UP

1

All Prices Subject to Tax & Freight Charges

ITEM PART NUMBER PART DESCRIPTION QTY

1

SWONOMhAWN

11

13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33

200-31620
204-21600
808-02014
233-07002
808-04029
390-13001
808-02016
310-45022

- 390-15004

391-05001
204-01401
230-11000
204-21301
200-31306
204-01602
480-02001
235-00003
470-12007
200-31217
808-02023
271-24003
808-02025
808-02026
204-01206
203-11202
233-13003
232-20083
274-14001
312-01011
203-41000
232-20058
203-01200
204-11201

Center Bolt
Lockwasher

Base Plate

Return Spring
Guide Ring
Wiper Ring 6-3/8" Dia
Center Post
Piston

Wiper Ring, 10" Dia
Cup

Washer
Retaining Ring
Lockwasher
Capscrew
Washer

Rear Wheel
Cotter Pin

Rear Axle
Capscrew

Handle Pivot
Hose .
Handle Weldment
Release Rod
Washer

Jam Nut

Spring

Handle Grip
Adapter

Control Valve
Acorn Nut

Knob

Nut

Lockwasher
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GRAY,

Professional
Service
Equipment

3501 S. Leonard Rd.

PO.Box 728

St. Joseph, MO US. A 64502

1-800-821-7320

(816} 233-6121

FAX (816) 233-7251

or {814} 387-8157

www.graylsa.com

LTL-300B

PARTS LIST
34 808-02022
35 203-11203
36 200-31202
37 480-50025
38 808-02008
39 808-02018
40 480-01008
41 470-12004
42 808-01010

SERIAL # 8-016001 & UP

Top Weldment

Nut

Capscrew

Lift Post

Adjustment Pin

Lift Pad Adapter

Front Wheel

Front Axle

Handle Sub Assembly

( includes items 22 thru 31)
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VALVE. Orm>z_2®_ INSTRUCTIONS

Ooomﬂo:m_E places of scale or rust from the alr
line will hacome lodged under the rubber seats of
the alr valve causing alr leakage.

This leakage Is easlly detected since the lift wiil
raise slowly when you connect the air line to the
quick coupler Inlet even though the valve lever has
notl been touchad. If this occurs, the *‘In"’ side of
the valve neads o_mms_sm

The lift may also lower slowly when you dis-
connect the alr line from the quick coupler even
though the valve lever has not been-touchsed. if this
occurs, slther the *‘in'' or both sldes of the valve
needs cleaning.

To clean, refer to ‘‘valve dlagram'' on reverse
side and follow these instructions:

A. Remove the adapter (2) from the “‘in"’ side of
the air control valve.

B. Use a stilt ”E:m or nail to push the valve spool
(8} out of .the valve body (9) from center to
outside.

C. Carefully examine the valve mmmﬁ {8) for any
scale, dirt ‘or foreign matter. if foreign matter
is embedded In the vaive saat, ramoye the screw
(4) and cap’ (5) from the end of the spool (8)
and clean the seat and turn over and reassemble.

D. Lubricate the'valve spool with light chassis
- grease. -

E. mmmmmmaua :_m valve in this order: First, insert
valve spool. Second, Insert spring, Third, assem-
ble hexagonal nut into body.

qjo valve mro:_a now oumzﬁm like new.

.,” om>< Automotlve Producis Co.

VACOL3A3 PN.2-670-10025

QUICK COUPLER CONNECTION

Install your quick coupler connection In the brass
adapter. When using a quick coupler, the lift wiii not
ralse or lower until you actuate the valve lever.

After ralsing the lift, you may disconnect the alr hose
and !Ift will not lower untll you mum_: actuate the
lever,
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