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Item Service With Quantity
No. - Part No. Required
1 1
2 4-825-02016 ]
3 2-480-11007 4
4 1-470-23008 1
5 1-230-12001 6
6 1-204-21400 4
7 0-203-11401 4
8 2-232-20015 2
9 0-201-31206 4
10 0-204-11201 4
11 0-203-01200 4
12 1-441-21001 2
13 1-825-02017 2
14 1-204-01902 2
15 1-470-52001 1
16 0-235-21001 3
17 1-204-01602 3
18 0-235-31001 2
19 1-441-31001 1
20 1-413-21001 2
21 0-204-00801 1
22 2-825-02001 1
23 1-400-50000 1
24 1-470-52002 1
25 0-235-21004 5
26 1-440-31002 2
27 1-440-31001 1
28 0-203-11601 2
29 2-825-02002 1
30 1-470-23002 1
31 1-232-20019 2
32 2-825-04069 1
33 1-470-51007 1
34 8-082-51025 1

TJ/ 750

FOR SERIAL NUMBERS UNDER 25-5000

Description

Hyd. Unit Sub Assy,
Frame

Caster

Shaft, Lift Arm, Rear
Retaining Ring

Lock Washer

Nut

Crank, Tilt

Screw

Ltock Washer

Nut

Flanged Bearing

Journal

Washer

Shaft Tilt

Rolt Pin

Washer

Key

Thrust Bearing

Gear .

Washer

Leveling Yoke

Grease Fitting

Leveling Shaft

Roll Pin

Hardened Washer

Thrust Bearing

Nut

Trunnion, Leveling Yoke
Shaft, Leveling Yoke, Front
Knob, 2-1/2*
Side Tilt Yoke
Side Tilt Shaft
Spacer Tube

Item Service With Quantity
No. - Part No. Required
35 0-204-01403 2
36 1-825-04068 1
37 2-825-02011 1
38 1-825-02015 4
39 1-825-04063 2
40 0-235-00006 1
41 1-202-01400 1
42 1-204-01402 1
43 0-203-31401 1
44 1-825-04065 1
45 2-825-02013

46

47 1-825-04075 4
48 1-233-04001 2
49 1-825-04042 2
50 1-825-02006 1
51 3-825-02004 1
52 1-230-12002 2
53 1-470-22003 1
54

55 2-232-20008 1
56 0-235-21002 1
57 1-470-20002 1
58 1-230-11003 2
59 1-203-61701 1
60 0-204-01701 1
61 2-825-04001 1
62 1-232-20001 1
63 4-353-40002 1
64 1-825-04055 1
65 0-204-11400 2
66 0-200-31406 2
67 1-825-04070 1
68 1-230-12002 1

Description

Washer

Bracket Trans.
Adapter Weldment
Screw Clamp
Bracket Trans.
Cotter Pin
Capscrew Drilled
Washer Special
Nut Siotted
Bracket Trans.
Head Bracket

Roller

Return Spring
Trailing Link
Trunnion

Lift Arm
Retaining Ring
Shaft Lift Arm Front

Pump Handle
Rotl Pin

Pivot Pin
Retaining Ring
Nut. Self Locking
Washer

Swivel Pivot
Hand Grip
Hydraulic Unit
Pump Clip
Washer, Lock
Capscrew

Nut

Retaining Ring



TJ-750

HYDRAULIC UNIT

PARTS LIST
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COMPLETE PLUNGER KIT Part # 825-01014

Contains items 20-21-22
and 59-60-64 on the frame drawing

3 PIECE PLUNGER KIT Part # 825-01013 ﬁHu

Contains items 20-22
and 64 on the frame drawing
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Contains items 2-7-9-11-15-16-17-20-32
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TJ-750

HYDRAULIC UNIT

PARTS LIST

PART NO.
0-201-11202
1-390-20005
1-353-49002
2-353-41001
2-353-42001
2-353-43001
1-390-11002
1-230-12001
0-390-01001
1-353-44001
1-390-11001
1-353-49010
4-353-49001
1-275-20005
0-236-00005
0-236-00006
1-233-11001
1-353-49005
1-353-49062
1-380-10002
2-353-49004

1-353-49003 ()

1-274-34001
1-232-20017
0-235-20004
1-353-49008
0-390-00002

1-353-49007

DESCRIPTION
Capscrew, Socket Head, 3/8"x1/2” Long
Gasket, 3/8” Dia. '

Reservoir Tube

Cylinder Tube

Ray

End Cap

Seal, 1-1/4” 0.D., 1" I.D.

Retaining Ring, 3/4” Dia.

O-Ring, 1-5/8” O.D.

Piston

Seal, 1-1/4” O.D., 3/14” 1.D.
Magnet

Base

Pipe Plug, 1/8”

Ball, 1/4” Dia.

Ball, 3/8” Dia.

Spring, .300”" O.D.
Restrictor Rod

Rod, Tapered, Release
Seal, 11/16” 0.D., 7/16” 1.D.
Pump Sleeve

Plunger

Plug, Straight Thread

Knob, 1-1/2” Dia.

Roli Pin, 1/8” Dia, 5/8" Long
Release Rod

O-Ring, 3/8” 0C.D., 1/4” 1.D.
Release Knob Sub-Assembly
(Inciudes Items 29 thru 32)

REQD.
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PRIMING INSTRUCTIONS - TJ-750

1. Open release knob 3 full turmns,

2. Grasp lifting platform and raise to £full height and let back
- down. Do this 2 or 3 times. :

3. Close release knob and pump jack to full height and then release.

The jack should now be fully primed.

FLUID CAPACITY IS 9 OUNCES

To £ill this unit with hydraulic fluid (Mobil D.T.E. 13):

Remove 2 5/8" round nut from t0p of reservoir and pour fluld
directly into reservoir.

OR

The fill plug is a black plug with Allen socket. Remove this plug
and with sguirt oil can, £ill with fluid. It may be necessary to
work pump handle. ' '



