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Assembly
Note: For parts identification, refer to parts list.

1.

2. Remove handle bolt (25, page 6).

3. Insert handle assembly into handle socket (27, page 6). Make sure handle assembly engages gear
shaft (29, page 6) by turning handle back and forth and observing movement of handle socket gear
(14, page 8).

4. Install handle bolt (25, page 6) to secure handle assembly.

Lubrication

Note: Before initial operation, lubricate the jack as indicated in Fig. 1.

1.

Insert upper handle (34, page 6) into lower handle (32, page 6) and fasten with hex cap bolt (31, page
6).

Handle - use 30W oil on release valve gears below handle and lightly grease handle at point where it
fits into socket with #2 tube greass.

Wheels - use 30W oil on axles and caster bearings.
Lifting Arm - inject #2 tube grease into tube fitting.

Saddle and Linkage - use 30W oil on all moving and pivoting parts.

Handle Socket Pivot Bolts - lubricate with 30W oil.

Plunger and Plunger Pin - Use #2 tube grease to lubricate connection between pump plunger and pin
in handle socket.

Lubrication Points

Figure 1




Operating Instructions
Important: Sometimes during shipment and handling, air gets into the hydraulic system,
causing poor lifting performance. Before initial operation, purge any air from the system

by fully opening release (turn handie counter-clockwise). Then, while holding the saddle
down, pump handle rapidly several times.

Raising the Jack

1. - Turn handle clockwise until resistance is felt to close release valve. Do not over
tighten.

2. Place jack directly under object to be lifted. Make sure saddle takes up weight firmly
and centraily. Check positioning under slight load to confirm jack or load will not slip.

3. Raise jack by pumping handle until desired height is reached. After lifting, secure
load by appropriate means. Do not use jack as the only means of support.
Lowering the Jack

1. Slowly turn handle counter-clockwise. Speed of descent is controlled by how much
the release valve is turned.

Always store jack in the fully lowered position.

Troubleshooting

If jack fails to raise to its height limit, fill with just enough good quality hydraulic jack fluid
so that jack raises to its height limit.




Main Body Assembly




Main Body Assembly

Index Part .

No. No. Description Qty.
T JEJBS-01 i Retainer Ring* ....... e et e e e e ennnnree e 2
2. JSJ3S-02 ..o, WESHET ..o, 2
3o, JSJBS-03 o, Front Wheel™ ... e 2
4o JSJ3S-04 ..., Side Plate ASSembly ......ccooviiiiiiii e, 1
5. JSU3S-05 e, LOCK WaSher. ... 2
6. JSJBS-06 ..o, NUL L e 2
FATI J8J3S-07 v, Caster ASSembly™ ... 2
8. J8JBS-08 ..o Ball BiNg w..oeereiei e e e 2
9 JSUBS-09 oo Ball.ee e, 38
10........ JSJ3S10 . Ball COVEN ...t 2
L [ JSUBS-11 LOCK WaSher ..o 4
12, JSJBS12 i SCIBW ..ot 2
13....... JEJBS-13 i, Arm Shaft...oi el T
14, JSU3S-14 Retainer RiNg.....ocoevoevviececo et e e e 2
15........ JSJ3S-15 e Nut . e 3
16........ JSUBS-16 LoCk Washer. ..o, e 3
17 e, JEJBSA7 Shaft .. 1
18........ JSJBS-18 i, Ut e, 2
19....... JSJBS-19 Bolt.. el et 2
20........ JSJ3S-20 i LOCK WaSHET ..., 2
21 ... JSJBS-21 i, Pin. et et 1
22...... JSJU3S-22 WaSHET L. e 1
23........ JSUBS-23 AT e, 1
24..... JSJ3S-24 PUMP PN e 1
25........ JSJ3S-25 BOIt e 1
26........ J8J3S-26 oo TOrsion SPring™ ..ot 1
27 o JSUBS-27 Handle Socket .....coooviviiiiiieiiie e et ———— 1
28....... JSJBS-28 . WASHET Lo e 1
29....... JSJ3S-29 i, Gear Shaft ... e 1
30........ JSJ3S-30 . wePower Unit o STV 1
31 JSUBS-31 B Ol e 1
32....... J8UBS-32 Lower Handle™ ... 1
33........ J8JI3S-33 i, Handle Grip™ ... e 1
34....... JSJB3S-34 ., Upper Handle™ ..o 1
35........ JSJ3S-35 . Bolt..o e e 2
36........ JSUCS-36 ... Lifting Arm ASSEMDBIY ..oooii e, 1
37 ... JSJBS-37 i SAAAIE™ .. 1
38........ JSJBS-38 ..o, Retainer Ring........ccoeeeeee. e e e aa e roe e enaanes 2
39....... JSJ3S-39 .. Grease Fitting ......covveeeioeieeeeee e 1
40........ JSJBS-40 o Cross Head. ... 1
41 ... J8JBS-41 ., P e 1
42........ JSJ3S-42 ., RetUrN SPRNG™ .. oo 1
............ JSJ-38-39......................... Seal Kit (NOtINCIUAE)...c.ieieeeieeeeeeee e

" Indicates normal stocked part. Other parts may be purchased on a special order basis only.
Contact JET Equipment & Tools (1-800-274-6848) for details.



Power Unit Assembly




Power Unit Assembly

Index Part
No. No. Description ' Qty.
T, JSJBS-POT..ooeee TaNKNUL. e 1
2o JSJBS-PO2...ce O-RING i 1
T JSJ3S-PO3....oc, Tank Gasket ... 2
4. JSJBS-PO4... Ol TANK e 1
S JSJ3S-PO5.......... o FIll PIUG.ce e 1 '
T JSJ3S:PO6.......coc Ball oo 1 _
Tovvvennnn, JSJBS-PO7.coee . Adapter....... et et 1
8., JSJ3S-PO8......... e Safety Valve Spring.................. OT et ne e 1
S JSJBS-PO9....ovi Adjustment Nut................ e e 1
10........ JSJBS-P10.ccveeciee Seal Washer ... 1
1. JSJ3S-Pi1........ S e SCIEW ittt 1
12........ JSJBS-P12.ciis e NUt e, e e 1
13........ JSJBS-P13.. Lock Washer ...........c.oeioeecieeee 1
14....... JSJ3S-P14........ e Release Gear ... 1
15........ JSUBS-P15..cei Release Valve Set* ..o 1
16........ JSIBS-P16..ccoee e OmTING e e 1
17........ JSJIBS-PA7. Release Stem..........ccccooeomeiiiiooooo 1
18........ JSJBS-P18..i L Valve Stem ... 1
19........ JSJ358-P1 S, Guide Plate...........coooouiiiieoeeeee 1
20........ JSJBS-P20......cvi O-rng e 1
21...... JSJBS-P21. LaBall e 2
22........ JSJBS-P22... SCIEW .ot 1
23........ JSJI3S-P23. e Seal Washer...........occoocvoio oo 1
24....... JSJBS-P24... Ball e 1
25....... J8JBS-P25.. Piston PUMP ... 1
26........ JSJIBS-P26.....ooo WIDET e e, 1
27....... JSJ3S-P27. i Back Up RiNG ... 1
28........ JSJUBS-P28.....coooe O-fNG oo e 1
29........ JSJI3S-P29...vi BaSE ... 1
30........ JSJ3S-P30....oee L Cylinder Gasket.........cocooeiii i 1
31........ JSIBS-P31. CYNNAET .o 1
32....... JSJBS-P32... O-TING o 1
33 JSJ3S-P33.. UsCUD e 1
34....... JSJBS-P34.... Ram Head ..o 1
35........ JSJ3S-P35.. Retainer RiNg ... 1
36........ JSJ3S-P36..coee RAM e 1
37........ JSJBS-P37.co SCIEEM ..ot 1
............ JSJ3S-RK..........................Repair Kit (MOt SROWN)* ...

Indicates normal stocked part. Other parts may be purchased on a special order
basis only.
Contact JET Equipment & Tools (1-800-274-6848) for details.
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TEST CERTIFICATE

COMMODITY Short Service
MODEL JSJ-3S
SERIAL NO.

CAPACITY 3 ton
TEST LOAD ton
DATE OF INSPECTION

JUDGEMENT PASSED
INSPECTOR

JET EQUIPMENT & TOOLS, INC.

AWMH Company
www.jettools.com

2415 West Valley Highway N
P.O. Box 1349
Auburn, WA 98071-1349

Fax: 800-274-6840
Phone: 253-351-6000
e-mail: jet@jettoois.com




