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FOR YOUR SAFETY - USE JACK STANDS TO SUPPORT VEHICLE BEFORE GETTING UNDERIT.
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1) Oil leaking thru . ler plug..
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SOLUTION

The reservoir could be overdilled. The filler plug is designed with #n putomalic
ventilator valve which allows excessive air or oil to
Sysiein.

escape from the hydraulic

1) Jack will not lift load

2) Jack will not lift full height

3) Jack pump feels “spongy’” under load

The jack could be low on oil. Remove the filler plug and fill reservoir with clean
HYDRAULIC JACK OIL.

1) Handle & release valve difficuli to turn

2) Lifting urm will not retract properly

Refer to the lubrication instructions in the Maintenance section.

1) Jack will not lift load
2) Jack will not lift full height

i) Juck pump feels “spongy”” under load

The jack could be air bound. Cpen the release valve one full turn and pump the
handle vigorously. Close the release valve und operate.

1) Jack handle raises under load
21 Juck handle lowders under load
41 Jack will not lift load

1) Juck will not hold load

The valves mig

ht not be closing. Lower the lifting arm and close the release
valve. Pluce one foat on o front wheel and raise the lifting arm to it's full height
by hand. Opern the release valve to lower the lifting arm. The jack should now
operate properly.

If the above procedures do not correct the
be repaired, be sure to state the nature of the

problem, contact your negrest service depot. When submitting any jack or equipment to
problem and indicate whether an estimate of the repair cost is needed.

IMPORTANT: As with any hydraulic unit, this unit may occasionally be come
ment. To purge the air from the oil lines, open the release and pump rapidly & few

then open the release to allow the ram to descend rapidly. |

f the pump still seems ““spongy ™

air-bound”” due to being tipped ever during ship-
strokes. Close release and pump to full height,
_repeat the procedure.

MODEL LABEL KIT NO. REP&IR KIT NO.
91-642 3
e | e | e | K1 Q40S53C
95642 240002 GADC
Y A-642 240003 40
Capacily ﬂ!.ow High | power | 2P | Handle | Chassis Chassis | Front | Caster
(Tons)- | Pickup Lifting | Raise | 5% | Length| Length Height | Wheel | Wheel
: ‘Height | Poinl (5g.) (Max.) | (Dia.) | (Dia.)
2 33/4% | 207 | G124 | G1/8 5} FETTIRTIE . 150 R [ S PR Ll 8 K
SERVICE PARTS
Al -
PART |QUAN.| DESCRIPTION PART |QUAN. | DESCRIPTION [ PART ‘QUAN DESCRIPTION
200003 1 (asket 221314 I Suction screen 226065 1 Cup - pump cover
200 142 1 < Cross pin 221408 1 Colter pin 226473 1 Adjusting nut
201478 2 Lockwasher 221701 1 Cap housingass'y | 226375 1 Spring
201734 2 Expansion plug 221704 ! I'in 226476 | Aduapter
201779 2 Washer 221706 1 Bell crank ass'y 227045 1 Pump & cylinder assembly
201501 4 Hetaining ring 221748 1 Quad ring 227919 1 U-cup
201803 1 Washer 224720 1 Nut PR R HTH 1 Release stem & universal ass'y
201828 3 V-pucking 224760 I licel plate 20404 1 Cylinder
208196 1 Ball 224867 1 Back-up washer 2158 2 Rear caster
203198 1 Bal! 225452 | I'in & ring ass'y 20 163K 1 Filler plug & vent valve ass'y
203201 1 Ball 225451 1 Pin &rrimeg ass'y 2641 1 Oil tank
203311 2 Nut 226924 2 Spring 247 | Spring
204233 | Wuasher 296110 | Haundle R ST i Snap ring
204324 2 Washer 22611 I Lower viid 2664 2 Pin
204842 ] Gusket POTEAL 1 Girease fitling 234665 1 Tank nut
210911 1 Fipe plug 226330 | Suction spacer 234666 1 Ram
210700 1 Fulcrum pin ‘226339 1 Pump cylinder, 214667 ' Ram assembly
201014 L Pressure plug 226041 1 Thumb screw PRETHI | Washer
201014, 1 Discharge spacer | 22634¥ 1 Pump spring L6ty 1 Bolt .
212908 Y | Groove pin’ 226549 | Pin 2 254670 | Handle socket assembly
214557 ) Regaining ring ' 226450 | Pump piston 234676 1~ | Hydraulic unit assembly
2161449 ! Wty 5 226161 | Mule adaptes LT | Unit block
218344 1 Valve ) 2261800 1 Pump sleeve 2467 P Frontavheel ., o W g
219451 2 Nut= s I 226067 | Cup - pump sleeve [ BRI [ tpbrais s l
REPI TR W) st -




