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WALKER SERVICE

\

WE have Factory-owned RRANCHES AP}D AUTHORIZED SERVICE DEPOTS located in the principal cities
of the United States and Canada. They are operated by FACTORY TRAINED STAFFS and carry a compre-
hensive stock of REPAIR PARTS. Before returning Jacks for service, please contact the Factory or your
Walker DISTRIBUTOR for locatfion of Branch or Service Depot nearest you. Walker Branches will be listed
under Walker Marketing Corp., and your orders should be directed accordingly.

NOTE: WALKER WHOLESALE DISTRIBUTOR’S & DEALERS ~ When ordering repair parts from Factory
or Factory Branches - address orders to WALKER MARKETING CORP.

WALKER MANUFACTURING COMPANY RACINE, WIS.

MAKERS OF WALKER JACKS — EXHAUST SYSTEMS AND OIL FILTERS
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SERVICE PARTS—WALKER HYDRAULIC JACKS
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ORDER BY PART NUMBER, NOT CODE NUMBER




SERVICE PARTS—WALKER HYDRAULIC JACKS

1% Ton 3 Ton 5 Ton B8 Ton 12 Ton
Code No. Model Model Model Model Model
Name of Parts No. | Reqld. 906-A 925-D 930-D 935-D 945-D
Base 1 1 WH-312 220777 220726 220778 219720
Plug 2 2 210311 210311 210311 210311 210311
Discharge Spring 3 1 WH-6361 WH-6361 WH-6361 WH-6361 WH-6361
Ball — Suction & Disch. 4 2 203199 203199 203199 203199 203199
Plug X 5 1 WH-3461 WH-3461 WH-3461 WH-3461 WH-3461
Release Assy. \P 6 1 950199 900941 900941 900941 900941
Valve Stem Cross Pin 7 1 900524 900940 900940 900940 900940
Packing Rings 8 2 213143 213143 213143 213143
Snap Ring Washer N 9 1 WH-5241 WH=5241 WH-5241 WH-5241
Gland Nut \ 10 1 WH-5231 WH-5231 WH-5231 WH-5231
Flanged Washer \ 11 1 WH-6381 WH-6381 WH-6381 WH-6381
Snap Ring 12 1 WH-5251 WH-5251 WH-5251 WH-5251
Pump Piston Assy. 13 1 00943 214156 214156 214156 214156
Pump Piston 14 - - S . 8 g
Leather Heel Washer 15 1 - 214161 214161 214161 214161
Leather Cup 16° 1 - 214890 214890 214890 214890
Nut 18 1 - 214151 214151 214151 214151
Handle Socket — Mal. 19 1 - a4 217415 2415 217415
Handle Socket With Steel - 24 Iqu 211319 2124 ¢
Links 19 950200 221001 221001 1001 221001
Malleable Link 19A - WH-8491 WH-8491 WH=-8491 WH=8491
Upper-Link Pin 17 1 = Z-812 Z-812 Z-812 Z-812
Pump Pin 20 1 210181 201845 201845 201845 201845
Lower-Link Pin 21 1 201835 201843 201843 201843 201843
Cotter — Link Pins 22 3 (2) 204423 204425 204425 204425 204425
Ram Assy. 23 1 218905 218906 218907 218908 218909
Ext. Screw & Cap 24 1 WH-5381 WH-5681 WH-5531 WH-542
Ext. Screw Nut 25 1 WH=5391 WH-5601 WH-5521 WH-6811
Ram 26 1 WH-5401 WH-5591 WH-5511 WH-6141
Heel Plate 27 1 WH-3851 WH-3861 WH-2241 WH-4451
Cup Leather 2B 1 218123 217919 218129 214902
Washer 29 1 Z-590 204272 204286 204286 -
Nut 30 1 Z-924 203271 203287 203287 WH-4431
Cylinder 31 1 WH-5631 v 731 WH-3741 WH-3751 WH-6111
Qil Tank 32 1 210266 WH- 1 WH-6161 WH-6131 901279
Ram Gland Nut 33 1 WH-5331 WH=541 WH-5541 WH-5461 WH-4511
Ram Packing Rings 34 2 (1) 213158 213163 213197 213174
Washer 35 1 204343 WH-5441 WH-5481 WH-6471
Tank Nut 36 1 210265 WH-5421 WH-5501 WH-6091
Filler Screw 37 1 212563 212540 212540 212540
Filler Screw Gasket 3B 1 210339 200003 200003 200003
Pump Gland Nut 39 1 WH-2901 WH-6051 WH-6051 WH-6051
Pump Packing 40 2 1) 213148 213149 213149 213149 213149
Pump Packing Washer 41 1 204274 204281 204281 N 204281 204281
Haadle A - \ 10656 10667 10667 10667 10667

ORDER BY PART NUMBER, NOT BY CODE NUMBER
SEE BACK PAGE FOR COMPLETE NUMERICAL LISTING

\
\

* When replacement Pump Piston (Code
14) is needed, order assembly 214156.
All other component parts for the old
style pump piston are available as shown.
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NUMERICAL LISTING OF PARTS USED ON THESE MODELS

Part No. Code No. ’ Part No. Code No. Part No. Code No. Part No. Code No.
WH-312 1 WH-5441 35 200003 38 213174 34
220777 1 WH-5461 33 214890 16 213197 34
220726 1 WH-5481 35 201835 21 213738 24
220778 1 WH-5501 36 201843 21 214151 18
WH-542 24 WH-5511 26 201845 20 214156 13
WH-2241 27 WH-5521 25 213149 40 214161 15
213140 8 WH-5531 24 203199 4 214894 28
WH-2891 10 WH-5541 33 203271 30 214902 28
WH-2901 39 WH-5581 36 203287 30 217919 28
WH-2991 9 WH-5591 26 204272 29 f 218123 28
WH-3461 5 WH-5601 25 \|| 204274 41/ 218129 28
WH-3611 25 WH-5631 31 204281 4} 218905 23
WH-3731 31 WH-5641 26 \ 204286 79 218906 23
WH-3741 31 WH-5681 24 204343 /35 218907 23
WH-3751 31 WH-6051 39 \@43 70 /35 218908 23
WH-3841 27 WH-6071 32 204423 ,.-f 22 218909 23
WH-3851 27 WH-6091 36 204425 T 219720 1
WH-3861 27 WH-6111 31 217415 /19 221001 19
WH-4431 30 WH-6131 32 210181 20 900940 7
WH-4451 27 WH-6141 26 210265 36 900941 6
WH-4511 33 WH-6161 32 210266 \ / 32 900943 13
WH-5231 10 WH-6361 3 210311 2 901279 32
WH-5241 9 WH-6371 11 210339 / \ 38 950199 6
WH-5251 12 WH-6381 11 212540 37 950200 19
WH-5331 33 WH-6471 35 21256 \ 37 900524 7
WH-5381 24 WH-6811 25 1‘ 213143 \ 8 10667 &
WH-5391 25 WH-8491 19A 213148 40 10656 =
WH-5401 26 Z-590 29 213158 34 - -
WH-5411 33 Z-812 17 213163 34 = =
WH-5421 36 Z-924 30 J 213170 34 - =
NEW “ANTI-FOAMING”

WALKER

Aoyt 30"

A SCIENTIFICALLY COMPOUNDED
NON-CORROSIVE OIL ALLOY DEVELOPED
ESPECIALLY FOR USE IN HYDRAULIC JACKS

* Prevents Interior Rusting

* Preserves Cup Leathers

* Prolongs Jack Life

* Peps up Jack Performance

* Prevents Foaming and Air Binding * Flows at 50° Below Zero (-50°)

WALKER MANUFACTURING COMPANY  RACINE, WISCONSIN
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