~=WALKER SERVICE DIVISION
JA PARTS MANUAL

and

MODEL J-196 RS

Aol

WALKER SERVICE
We have Factory-owned BRANCHES AND AUTHORIZED SERVICE DEPOTS located in the prin-
cipal cities of the United States and Canada. They are operated by FACTORY TRAINED STAFFS
and carry a comprehensive stock of REPAIR PARTS.  Before returning Jacks for service, please
contact the Factory or your Walker DISTRIBUTOR for ]oE_lj‘.ti.Bn of Branch or Service Depot nearest

you. Walker Branches will be listed under Walker Marketing Corporation, and your orders should
be directed accordingly.

NOTE: WALKER WHOLESALE DISTRIBUTORS & DEALERS — When ordering repair parts from
Factory or Factory Branches — address orders to WALKER MARKETING CORPORATION.

WALKER MANUFACTURING COMPANY HEADQUARTERS: RACINE, WISCONSIN
PLANT LOCATIONS: ABERDEEN, MISSISSIPPI/ GALT, ONTARIO, CANADA / HARRISONBURG,

VIRGINIA/JACKSON,MICHIGAN/ LAKE MILLS,IOWA/RACINE,WISCONSIN

FORM B035 . 12-63 2M W. Copyright 1963 : g LUTHO IN"USA.



MODEL J-196 Code [ Part Description Q.
3 | 222299 | Coution Decal ]
aution Deca
IMPORTANT 3 | 222028 | Air Crlinder 1
i 4 221365 andle Grip 2
FOR SAFE OPERATION BE SURE THAT:- 5 221349 | Spring ° 1
Y 6 221381 | Rollpin (See Note 1 Early Pred.) 1
Iy ::i;::"::;gt;:?gce 8 CAN ROLL FREELY. 7 | 221850 | Safety Dog Handle (See Note 1) 1
g A : 8 | 201777 | Lock Washer 4
3. TRANSMISSION IS IN NEUTRAL. 9 221488 Hex Head Bolt 2
4. WHEELS ARE NOT OBSTRUCTED. 10 222251 | R. H. Coupler Assembly 1
~11 221373 | Safety Dog 1
12 221360 in 1
13 221592 | Coupler - R. H. 1
14 221370 | Lifting Frame Assembly 1
15 221197 | Saddle Assembly W/Chain 2
16 221223 | Complete Saddle & Brkt. Assembly 2
17 222166 | Chain & Pin Assembly 2
18 | 220875 | Saddle Brkt. & Post Assembly * 2
19 204444 | Cotter Pin 4
20 217890 | Caster & Brkt. Assembly 1
21 217889 | Pin 2
22 217888 | Spring 2
23 204271 | Washer 2
24 221369 | Roller Axle - Front 1
25 210683 | Retaining Ring 2
26 214557 | Retaining Ring 2
27 221623 | Wheel 2
28 221625 | Spacer 2
29 221624 | Axle 1
30 222822 | Rollpin 1
31 222030 | Column & Bose Assembly 1
32 221357 | Hex Head Bo 2
33 222007 | Roller Axle - Reor 1
34 220812 | Rollpin 1
35 222876 | Roller & Needle Brg. Assembly 4
36 | 222162 | Piston 1
37 222163 | Piston Assembly 1
38 221682 | *'U’’ cu 1
39 222230 | Groove Pin 2
40 222523 | Rubber Lifting Pad 2
41 221167 | Screws 8
42 222525 | Saddle 2
43 | -222494 | Saddle Assembly 2
44 221374 | Coupler - L. H. 1
C
NOTE 1 - Early production
on this Model did
° : ' ” not use Rollpin,
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MODEL J-196
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MODEL J-196

NUMERICAL LISTING OF PARTS

Part No. ' Code No. Part No,. -« Code No.
- 201777 8 221381 6
204271 23 221488 L - 9.
204444 19 221592 13
210683 25 221623 .27
214557 26 221624 © 29
217888 22 221625 28
217889 21 221682 38
217890 20 221850 7
220812 34 222007 33
220875 18 222028 3
221167 a 222030 31
221197 15 ° 222162 36 -
221223 16 222163 37
221349 5 222166 7
221357 32 222230 39
221360 - 12 222251 - 10
221363 1 222299 2
221365 4 222494 43
221369 24 222523 40
221370 14 222525 42
221373 n 222822 30
221374 44 222876 35
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